
   

 
        

    
        

     
 

       
       

      
        

   
   

corrosion.
8. Right rear Inspection Ladder
9. Top Lift Hoist Cylinder

Pro-line Lightweight II - PLLWII 

Standard Features 
1. U-Style Design specifically designed for sand, salt and 

aggregate material spreading. 
2. Self Tensioning Chain ensures that the chain is 

functioning properly, and at proper tension. 
3. Front Discharge 
4. Double Acting Tailgate for carrying large items. 
5. Air Tailgate Release for easy material dumping 
6. Body Prop Dump Hinge for operator safety. 
7. Durable 3/16” Corten Sides resist material wear & 



   

      

  
   

  
   

    

  
   

  
  

  
   

    

  
  

Pro-line Lightweight II - PLLWII 

Options 
•Corten,  High  Tensile,  Stainless  Steel  or  •Air  tarp 
Aluminum  construction •Chassis  mounted  liquid  tank 
•Auger,  chain  or  belt  cross  conveyors •Cab  shield 
•Rear  &  Bi-Directional  discharge •Asphalt  apron 
•Material  screens •Sideboards 
•Lighting  kits 

Model Inside 
Length 

Outside 
Length 

Approx. 
Weight 

Capacity 
w/sideboards 

Front Panel 
Height 

Side 
Height 

Tailgate 
Height Hoist 

PL1011LW-II 10’ 11’ 5550 lbs 
6.0 yd3 
8.1 yd3 

53” 38” 46” 30 ton 

6.6 yd3 PL1112LW-II 11’ 12’ 5750 lbs 53” 38” 46” 30 ton 9.0 yd3 

9.1yd3 PL1213LW-II 12’ 13’ 6070 lbs 60” 45” 53” 30 ton 11.7 yd3 

9.9 yd3 PL1314LW-II 13’ 14’ 6420 lbs 60” 45” 53” 30 ton 12.7 yd3 

10.7 yd3 PL1415LW-II 14’ 15’ 6770 lbs 60” 45” 53” 30 ton 13.7 yd3 

11.5 yd3 PL1516LW-II 15’ 16’ 7120 lbs 60” 45” 53” 40 ton 14.8 yd3 

12.3 yd3 PL1617LW-II 16’ 17’ 7470 lbs 60” 45” 53” 40 ton 15.8 yd3 

15.1 yd3 PL20LW-II 19.5’ 20.5’ 8695 lbs 60” 45” 53” 50 ton 19.3 yd3 


